
The Watson & Brookman Bulk Hopper 

uses a double reduction gearbox plus 

chain to drive a heavy duty rubber belt 

to provide a steady and even flow of 

product.

Available in the 4 sizes to suit your 

individual requirements.

Each Bulk Hopper is compatible with 

all sizes of W&B Box Tipper.

Robust design and low maintenance 

drive system ensure that the Bulk 

Hopper is a highly reliable machine.

Fully stainless steel construction as 

standard. Belt is heavy duty rubber.

Heavy duty materials ensure 

continued operation in the most 

robust of environments. 

The high sided hopper and wide belt 

can accomodate over 1 tonne of 

product at a time.

Construction

Description



Technical Specification

Dimensional Drawing

If you have any further questions, please contact our Sales Team.

All dimensions are approximate.

2500 3000 3500 3800

Bed Length 2500 3000 3500 3800

Power 

Consumption

0.37Kw 

230/400V 

50Hz

0.37Kw 

230/400V 

50Hz

0.37Kw 

230/400V 

50Hz

0.37Kw 

230/400V 

50Hz

Dimension (LxWxH)
2385 x 2300 

x 2000

2830 x 230 x 

2215

3280 x 2300 

x 2430

3450 x 2300 

x 2775

Materials Stainless steel bead blasted. High quality bearings.

2500 3000 3500 3800

Dim A 2385 2830 3280 3450

Dim B 2300 2300 2300 2300

Dim C 2000 2215 2430 2775

Dim D 1060 1060 1060 1080

Dim E 1060 1275 1525 1875


